
Piping
Types Welded and Seamless

Sizes 1/4” thru 36”

Wall dimensions Schedule 5 thru XXH

Grades Stainless Steel 304/304L, 316/316L and 317L, Duplex 2205, Alloy 20, Alloy 200/201, C276, Alloy 400  
Alloy 600, Alloy 625, Alloy 800/H/HT, Alloy 825 and Aluminum 

Services Pipe Cutting and Threading

Butt Weld Fitting
Types 90 Ells, SR 90 Ells, Reducing 90 Ells 45 Ells, Tees, Reducing Tees, Concentrics, Eccentrics, Caps, Stub 

Ends, Crosses, Laterals and Return Bends
Sizes 1/2” thru 36”

Wall dimensions Schedule 5 thru XXH

Grades Stainless Steel 304/304L, 316/316L and 317L. Duplex 2205, Alloy 20, C276, Alloy 200/201, Alloy 400,  
Alloy 600, Alloy 625, Alloy 800/H/HT, Alloy 825, WP5, WP9, WP 11, WP22, Aluminum and Chrom Moly

Pressure Fittings
Types 90 Ells, 45 Ells, Street Ells, Tees, Crosses, Couplings, Reducers, Inserts, Caps, Unions, Laterals, Bushings 

and Plugs.
Sizes 1/8” – 4”

Pressures 150# – 2000# – 3000# – 6000#

End connections Threaded and Socket Weld

Grades Stainless Steel 304/304L, 316/316L and 317L, Duplex 2205, Alloy 20, Alloy 200/201, C276, Alloy 400, 
Alloy 600, Alloy 625, Alloy 800/H/HT, Alloy 825 and Aluminum,

Specialty Fittings
Types Full Range of Nipples, Swages and Outlets

Grades Stainless Steel 304/304L, 316/316L and 317L, Duplex 2205, Alloy 20, Alloy 200/201, C276, Alloy 400, 
Alloy 600, Alloy 625, Alloy 800/H/HT, Alloy 825 and Aluminum

Flanges
Types Weld Neck, Slip-On, Socket Weld, RTJ, Threaded, Blind, Lap Joint, Reducing and Orfice

Size  1/2” thru 36”

Pressures  150# thru 2500#

Bores Schedule 5 thru XXH

Grades Stainless Steel 304/304L, 316/316L and 317L, Duplex 2205, Alloy 20, Alloy 200/201, Alloy 600, Alloy 625, 
Alloy 800/H/HT, Alloy 825, Aluminum and Chrom Moly, (F5, F9, f11, F22)

Tubing
Types Seamless

Sizes 1/8” thru 1”

Wall dimensions  .035 – .134

Grades 304/304L, 316/316L and 317L, Alloy 20, Alloy 200/201, C 276, Alloy 400, Alloy 600, Alloy 625, Alloy 800/H/
HT, and Alloy 825. Other grades available upon request: Duplex 2205, Duplex 2507, 254SMO, AL6XN. 

Warren Valves
Types Gate, Globe, Swing Check , Lift Check, Ball Check, Wafer Check, Ball, Needle, Strainer (Cast and Forged) 

and Vertical in-line Check
Sizes  Cast 1/8’ – 30”

Pressures Class 150-300-600-800-900-1500

End Connections Flanged, Threaded, Socket Weld and Butt Weld

Grades Stainless Steel 316, 316L, 304, 304L, 317, 347, 321, Alloy 20, Nickel Alloys and Carbon X Stainless

Modifications,  
Options & service

Packaging/Gasket · Seats and Seals · Trim · Cryogenic · Extended Bonnet · Stem Extension · Oval Handles  
By-Pass · Bleed Hole · Stem Jacket · Insert on disk · Lever and Weight ·Actuation ·Gears · Oxygen Service Cleaning

Neway Valves
Types Gate, Globe, Swing Check , (Cast and Forged)

Sizes Cast: 2” – 64”                                                      Forged: 1/2” - 2”

Pressures Cast: Class 150-300-600-900-1500-2500           Forged: Class 800 – 1500

Bonnet 
Connections Bolted and Pressure Seal Bonnet

End Connections Cast: Flanged and Butt Weld                                 Forged: Threaded, Socket Weld and Flanged

Grades Cast WCB, LCC and Chrome Alloy                      Forged: A105 and LF2

Trims API Trim 8, 5, 12 (5 and 12 available to NACE)
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